
Energy solutions

ENERGY 
STORAGE
SYSTEMS

RESNOVA ENERGY SOLUTIONS (RES) create a new 
concept of Energy Storage through its Energy 
Box. 
With the introduction of the Energy Box line, 
RES now covers a range of applications that 
were not easily available on the market, 
offering or renting storage solutions with 
medium rating of power and capacity compared to 
small power banks or large and complex BESS. 
Therefore, the Energy Box is suitable for 
professional, commercial, and industrial 
applications, and in general in case where the 
electrical grid is not present, even if just 
for a certain period of time (Backup Power 
option available with reactivation in case of 
outage). 

Thus, the Energy Box can replace the use of 
traditional diesel generators in remote 
locations, construction sites, outdoor 
activities, and events. 
Energy Box portfolio is composed by two 
families, based on power, capacity, and 
portability requirements. 
The EB-10 family has a power of 10 kW, a 
capacity up to 11 kWh, and is portable on 
wheels. The EB-100 family has a power of 100 kW, 
a capacity up to 300 kWh, and it is 
transportable. 

Among the available options, Energy Box can be 
powered by direct current (DC grid). 
All RES storage systems are modular and can be 
paralleled to achieve desired power and 
capacity levels and can be monitored remotely 
via APP for smartphone.
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EB-10 ENERGY BOX EB-100

EB-10 is equipped with Lithium-ion battery 
technology in high DC voltage and a 
bidirectional three-phase inverter. 
The input line is three-phase (or mono-phase as 
an option), and the outputs can be industrial 
single-phase, industrial three-phase, or vehicle 
charging.  
The EB-10 is designed with power and capacity 
ratings suitable for professional, commercial, 
and industrial applications, especially for 
outdoor or where the electrical grid is not 
available. 
It has a power of 10 kW (11 kW peak) and a 
capacity of 11 kWh. Higher powers up to 22 kW and 
larger capacities are available upon request 
(without portability on wheels). 
Smaller capacities and powers are also available 
for domestic applications with monophase power 
supply.  
EB-10 is modular and can be paralleled to achieve 
desired powers and capacities.  
All operational status information is available 
via internal SIM or WiFi through a Smartphone APP 
or Webserver.

ENERGY box

EB-100 is equipped with Lithium-ion battery technology in high DC voltage and a 
bidirectional three-phase inverter. 
The input line is three-phase (or mono-phase as an option), and the outputs can be 
industrial single-phase, industrial three-phase, or vehicle charging.  
The EB-100 is designed with power and capacity ratings suitable for professional, 
commercial, and industrial applications, especially for outdoor or where the electrical 
grid is not available like construction sites, outdoor activities, and events. 
It has a power of 100 kW and a capacity of 100-200-300 kWh. It is also available in a 
certified version for connection to the grid as an active user.  
EB-100 is modular and can be paralleled to achieve desired powers and capacities. 
All operational status information is available via internal SIM or WiFi through a 
Smartphone APP or Webserver.
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90kg

580x660x960mm

IP41

Available (option)

Available (option)

Available (option)

CE,EMC,UN 38.3

0°C-40°C

400Vac, 50Hz, 16A (10kW)-3P+N+T

230Vac, 50Hz, 16A (3kW)-1P+N+T (option)

230Vac, 50Hz, 16A (3kW)-1P+N+T

400Vac, 50Hz, 16A (10kW)-3P+N+T

11kWh

Lithium Ion

up to 2000 @ 1C, 50% DOD

150kg

900kg

1200x800x1000mm

IP41

Available (option)

Available (option)

Available (option)

CE,EMC,UN 38.3

0°C-40°C

400Vac,50Hz,32A(20kW)-3P+N+T

400Vac,50Hz,150A(100kW)-3P+N+T

2x 230Vac,50Hz,16A(3kW)-1P+N+T

2x 400Vac,50Hz,32A(20kW)-3P+N+T

1x 400Vac,50Hz,63A(40kW)-3P+N+T

100kWh

Lithium Iron Phosphate

> 2000 @ 1C, 100% DOD

1600kg

1200x800x1500mm

IP41

Available (option)

Available (option)

Available (option)

CE,EMC,UN 38.3

0°C-40°C

400Vac,50Hz,32A(20kW)-3P+N+T

400Vac,50Hz,150A(100kW)-3P+N+T

230Vac,50Hz,16A(3kW)-1P+N+T

2x 400Vac,50Hz,32A(20kW)-3P+N+T

1x 400Vac,50Hz,63A(40kW)-3P+N+T

200kWh

Lithium Iron Phosphate

> 2000 @ 1C, 100% DOD

2500kg

1200x800x2000mm

IP41

Available (option)

Available (option)

Available (option)

CE,EMC,UN 38.3

0°C-40°C

400Vac,50Hz,32A(20kW)-3P+N+T

400Vac,50Hz,150A(100kW)-3P+N+T

230Vac,50Hz,16A(3kW)-1P+N+T

2x 400Vac,50Hz,32A(20kW)-3P+N+T

1x 400Vac,50Hz,63A(40kW)-3P+N+T

300kWh

Lithium Iron Phosphate

> 2000 @ 1C, 100% DOD

580x1000x1000mm

IP41

Available (option)

Available (option)

Available (option)

CE,EMC,UN 38.3

0°C-40°C

400Vac, 50Hz, 16A (10kW)-3P+N+T

230Vac, 50Hz, 16A (3kW)-1P+N+T (option)

230Vac, 50Hz, 16A (3kW)-1P+N+T

400Vac, 50Hz, 16A (10kW)-3P+N+T

22kWh

Lithium Ion

up to 2000 @ 1C, 50% DOD


